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RESEARCH MEMORANDUM 

COMPARISON OF PRESSURE-LOSS C m m S T I C S  OF SEVERAL TAIL-CONE 

AIR-INDUCTION SYSTEMS  FOR AIR-COOLED GAS-TURBINE ROTORS 

By Gordon T. Smith and Arthur N. Curren 

SUMMARY 

T h r e e  scale models and a full-scale configuration of systems f o r  
ducting  cooling air through a turbojet  engine ta i l  cone t o  a cooled tur- 
bine  rotor w e r e  investigated i n  order t o  determine the  pressure-loss 
character is t ics  of such systems and t o  evaluate the ef fec ts  of these 
pressure  losses on the performance of an air-cooled  turbojet  engine. The 
full-scale system and one similar m o d e l  system w e r e  designed primarily 
on the   bas i s  of mechanical  simglicity  with no regard fo r   t he   t o t a l -  
pressure  losses;  the second model was designed t o  reduce the extreme 
turbulence of the  flow in the  discharge  duct, which should  reduce  the 
pressure  losses and improve the   r e l i ab i l i t y  of pressure measurements a t  
the  entrance  to  the cooled  turbine  rotor;  and  the third made a substan- 
t i a l  sacr i f ice  of mechanical simplicity  in  order  to  reduce the over-all  
total-pressure  losses. 

The total-pressure  losses  through  the  configurations were evaluated 
experimentally i n   t h e  form  of a pressure-loss  ratio and w e r e  compared 
over a range of discharge-duct Mach nunibers. The resu l t s  were also com- 
pared with calculated  total-pressure  losses  through  the m o d e l  configu- 
rations.  These measurements indicated that the third configuration was 
the  most effective  with  respect  to  pressure loss, t he   r a t io s   fo r   t he  
f i r s t  and  second being about 300 and 400 percent  higher,  respectively, 
than that f o r  the third  configuration. The calculated pressure  losses 
through the m o d e l  configurations w e r e  consistently lower than  the 
experimental  values, which indicates that the design of the cooling-air 
bleed systembased on calculated  pressure  losses  should be conservative 
in order t o  ensure an adequate  sugply of cooling air  to   t he  cooled 
turbine  rotor. 

The calculated  thrust  and spec i f ic   fue l  consumption are presented 
for   an  uncooled  engine and f o r  two air-cooled engines with  different 
pressure-loss  levels i n  the  cooling-air bleed system. The calculated 
effect  of the  cooling-air  pressure  losses on engine thrust and specif ic  
f u e l  consumption m s  in agreement with the r e su l t s  of previous  calcula- 
tions, i n  that in engines  using  coolant-f low r a t i o s  of about 2 t o  4 per- 
cent  these  values w e r e  substantially unaffected by  the  pressure  losses 
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i n  the cooling-air  bleed system.  For this  type  engine,  therefore, it i s  
not  necessary to   s ac r i f i ce  mechanical  simplicity  in  order  to  gain good 
pressure-loss  characteristics of the  coollng-air system, except where 
these  refinements are necessary i n  order that the  pressure  available 
from the engine  campressor  can satisfy  the  cooling  requirements of the 
cooled  turbine  rotor. 

. 
" 
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INTRODUCTION 

In  a turbojet  engine  having an air-cooled  turbine it is  necessary 
t o  duct  tbe  cooling air from some high-pressure  source to   t he  cooling-. 
a i r  i n l e t  of the  turbine. One of the many methods for ducting this a i r  
(a few of which are discussed i n  reference 1) that has been employed by 
the NACA i n  i t s  turbine-caoling  research i s  the  introduction of t h e   a i r  
through a system bui l t  into the tail cone 'of the engine  (reference 2 ) .  
The cooling-air  ducting system of reference 2 was designed prFmarily on 
the basis of mechanical  simplicity; and, because good pressure-loss 
characteristics  are  generally  not.  compatible with mechanical  simplicity, 
the  pressure Losses i n  t h i s  system were large. For applications where 
the pressure  requirements a t  the hub of the cooled  turbine  rotor  are . 

near the maxhum pressures  available by  bleeding  the  engine compressor, 
or  where large  cooling-air flows are required, it w i l l  be  necessary t o  
minimize  and predict  accurately  the  cooling-air  gressure  losses  in the 
bleed system which supplies  the  cooling a i r  to  the  turbine  rotor.  For 
t h i s  reason,  research on tail-cone  air-induction systems other  than the 
system of reference 2 is desirable. 

. .. " 
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The resu l t s  of reference 3 indicate that, for  the range of coolant- 
flaw ra t io s  that w i l l  probably be tolerated for turbine  cooling with 
air ,  the  required coaling-air pressure a t  the entrance t o  the rotor i s  
lese  than  compressor-discharge  preseure. For flight  application,  there- 
fore, it appars that the most likely  source of cooling air for  turbine 
cooling will be the main engine compressor, provided  pressure  losses  in 
the ducting between t h e   c q r e s s o r  and the  turbine  rotor are not  exces- 
sive.  Reduction of these  losses in the  ducting may be important, par- 
t i cu la r ly  for multistage compressors,  because it permits  bleeding  the 
cooling air from the  earlier stages, which w i l l  reduce-both  the  cooling- 
a i r  temperature and the compressor work. Reduction of cooling-air tem- 
perature  reduces the quantity of coollng a i r  re.quired far adequate  tur- 
bine cooling, and smaller amounts of cooling air r e su l t   i n  minimum 
losses  in engine  performance due t o  cooling. 

The calculations of reference 4, which represent the two limiting 
levels of pressure lass in the  engine  bleed system, were made for  both 
cooling a F r  bled from the engine conzpressor a% the  pressure  required at 
the  entrance t o  the cooled  turbine  rotor and for  cooling a i r  bled a t   t he  
iischarge  af  the  engine  compessor. The f i r s t  case  represents  the 
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condition of negligible  pressure  losses in the  cooling-air  bleed system, 
and the second  condition  represents the maximum pressure loss in the 
cooling-air bleed system  which will s t i l l  permit adequate cooling of the 
turbine  rotor. These results  indicate that fo r  engines using coolant- 

f u e l  consumption that can be at t r ibuted  to   pressure  losses  i n  the bleed 
system a re  about l p e r c e n t .  For  applications where more severe  cooling 
requirements demand significantly  higher  cooling-air flows than were 
considered i n  reference 4, the engine-performance penalties  associated 
w i t h  the pressure  losses i n  the  cooling-air  supply  system would be more 
significant . 

r 

3 flow ra t io s  up t o  3 perceat, the losses in engine  thrust and specif ic  
2 
n 

In order to   ob ta in  a better understanding of the  pressure-loss 
characterist ics i n  tail-cone  cooling-air  ducting systems, three  differ- 
ent  scale-model ductips configurations .and one full-scale  tai l-cone 
ducting  system similar t o  one of the models were experkentally  inves- 
tigated a t  the NACA Lewis laboratory  in   orper   to  measure and compare the 
pressure losses f o r  each  configuration. These losses w e r e  also calcu- 
lated for  each  tail-cone system by  conventional  pressure-loss  formulas. 

The present  report  pro;rides  information which will be helpful in 
the  design of an air-cooled  engine  coolant system. The following  four 
factors are discussed: (1) the magnitude of the cooling-air  pressure 
lo s ses   i n  three different  model tail-cone  ducting systems and a corrrpari- 
son of the   losses   in  one scale m o d e l  wlth the losses iq  a ful l -scale  

losses with the losses  calculated from  conventional  pressure-loss  for- 
mulas, (3) . the   e f fec ts  of these pressure  losses on the performance of 
an  air-cooled  turbojet engine, and (4) the extent t o  which mechanical 
simplicity  should be compromised i n  favor of  aerodynamic  refinement of 
a cooling-air  ducting system.  ExperFmental and calculated  pressure 
losses w e r e  determined for  cooling-air Mach nmibers a t  the inlet of the  
turbine  rotor from 0 t o  about 0.6. 

c 

I tail-cone system, (2 )  the  ccarrparison of the experimentally  determined 

APPARATUS AM) II?smwmA!r10w 
T% three model ducting  systems were fabricated  to  approximately 

one-third  scale, the ful l -scale  s i z e  being based upon conventional tai l-  
cone s ize  and  expected  coolant-flow needs. The model tail-cone  cooling- 
air systems w e r e  operated a t  subatmospheric  pressure  and  inducted air 
d i r ec t ly  from the  test   cell ;   the  full-scale  configuration, a t  a pressure 
level  higher  than  atmospheric,  the  cooling aLr being  supplied  by  the 
laboratory  pressure-air system. 

I 

d 
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Tail-Cane  Air-Induction-System  Colifiguratiohs 

Full-scale  configuration. - The full-scale  air-induction system 
investigated is  sham i n  f igure 1. Four primary-cooling-air  supply 
tubes passed  through the tail-cone  struts and discharged  abruptly and 
perpendicularly  into a circular-section  central  delivery  tube which 
supplied  cooling  air-to the turbine  rotor. T h e  cross-sectional  area of 
t h i s  central  delivery  tube  equalled  the combined cross-sectional  area of 
the primary inlet tubes, which were located i n  diametrically  opposite 
pairs, one pair  1.5 diameters downstream on the  central  delivery tLibe 
from the  other and a l l  on the same axial plane  through  the  central 
delivery  tube. This configuration had been utilized  previously  in f u l l -  
scale  turbo  jet-engine  air-cooled  turbine-ro$or  investigations  (refer- 
ence 2 )  and had been fabricated  by  the  alteration of a standard  engine 
t a i l  cone. -The engine fo r  which this cordiguration was designed ut i l ized 
a high-pressure source of.cooling air external to   t he  engine  and was not 
concerned with the  pressure  losses of the cooling-air system. For t h i s  
reason,  the  full-scale system was des'igned prFnaarily  from  considerations 
of mechanical simplicity, and no e f fo r t  was made- t o  minimize the  cooling- " 

air pressure  losses. 

- 
. .  
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M o d e l  A. - Tlze f i r s t  =ode1 system investigated was m o d e l  A 
(f  ig.m a one-third-scale  reproduction of the  full-scale  configu- 
ration  described  previously, chosen  because of the  previous  use of the 
prototype  and  because the existence of the prototype made possible cam- 
parison tests between it and the model. The modelms  fabricated of . 
c o m n   p l a s t e r  of P a r i s  cast  in  B wooden form, with cores of easily - 

removable material. Plaster of Paris was chosen for the  casting medium 
because of i ts  availabil i ty,   the comparative  ease with which it may be 
controlled, and  because it cas ts   to  a smooth, hard surface.  Since 
model A was composed of elementary  geometrical  shapes, simple cores of 
greased balsa wood dowels, which were easily withdrawn af ter   the   plaster  
had become hard, were used. A short  pipe co~Qling was cast   into  the 
mdel ,  a t  the outlet   station, in order t o   f a c i l i t a t e  easy  attachment t o  
an  extension of the  central  del-lvery  tube. The a i r  passage past  the 
coupling was smooth, so that the a i r  flow was unaffected  by i ts  presence. 

- .. 

.. - 

Male1 B. - Model B (fig.   2(b) ) was proposed as an improvement over 
model A, which exhibited  considerable flow inetabixity in full-scale 
investigations and caused  pressure measurements taken i n  the  central 
delivery tube to   f luctuate .  Model B featured a relatively large calming 
chauiber, which was supplied  by two diametrically opposed prFmary supply 
tubes of e l l i p t i c a l  cross section, which supplied  the  central  coolant 
delivery  tube  leadlng  to  the  turbine  rotor. The calming chamber had the 
shape of a frustum of a r igh t  cone,  and the two pr lmry  supply  tubes 
intersected  the  sides of the chaniber a t  right  angles  tol, and a t  one-half 
the length of the axis of the frustum. The major axes of the e l l i p t i c a l  
primary  supply  tubes were pa ra l l e l   t o  the axis of the chaniber, and the 

U 
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central  delivery  tube  joined the base, the largest-diameter  section, of 
e the chaaiber on the axis  of the chamber and  perpendicularly t o  the 

primary-air  supply  tubes. The base of the chmiber was generously  faired 
t o  the entrance of the central  delivery  tube in order t o  minimize 
entrance  losses. The calming chamber was expected t o  reduce  the  large 
amount  of turbulence  giving r i s e   t o  the flow  Fnstabilities of the design 
of model A. The primary-air  supply tubes were e l l i p t i ca l   i n   c ros s   s ec -  
t i on  i n  order that the  ta i l -cone  s t rut  through which these tubes must 
enter the inner cone could  be  sufficiently narrow t o  prevent  excessive 
reductLon in  the couibust$on-gas-flaw area ( f ig .  1). The calming chamber 
was designed t o  conform t o  the inter ior  shape of this inner cone so that 
the chamber could be of maximum volume. A set of removable straightening 
vanes, 1.5 diameters long, was located a t  the e x i t   t o  the calming 
chaaiber t o  reduce further  the  flow instabilities a t  the downstream 
instrumentation  station. M o d e l B  was investigated  both with and  without 
these  straightening vanes i n  the discharge tube. The method of fabri- 
cating  modelB was sinilar t o  that of model A, except that a different 
coring material was u s e d . .  Because it involved more  complex in te r ior  
shapes  t&n model A, m o d e l  €3 ut i l ized  a molded paraffin  core which was 
melted out of the plaster  block after the p las te r  had sol idif ied.  

v 
D 
n 

M o d e l  C. - The model C configuration  (fig. 2( c) ) ut i l ized  "0 pr i -  
mary supply  tubes of e l l i p t i c a l  cross  section which brought the cooling 
air from  opposite  sides of the model. These tubes were curved 90° about 
their mimr cross-sectional axis, so that the- a i r  was discharged axially 
into  the  circular  cross-sectional  delivery tube leading t o  the turbine 
rotor.  This model was fabricated Fn a lnanner similar t o  that previously 
described,  and  again a core of molded paraffin was used. 

T 

A i r  Supply Systems 

scale  air-induction system and Gschasged at atmospherLc pressure. A 
t h r o t t l e  valve-which  regulated the air flow was located upstream of the 
air -ind,uction  system. 

Model configurations. - In  the mode1 investigations,  the  laboratory 
altitude  exhaust  system was ut i l ized  as a test f a c i l i t y .  A i r  was drawn 
from the test ce l l ,  a t  room conditions,  into the model air-induction 
systems, and then  into the vacup~  exhaust  system. The flow rate through 
the  ent i re  system was regulatedby means of a t h r o t t l e  valve located 
downstream of the model posit ion  (fig.  3) 

c 
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Instrumenfxtion 

Full-scale  co-Siguration. - Locations of instrumentation  used  to 
determine  the  pressure-loss  characteristics.of  tIre-full-scsle  system  are 
shown  in  figure 4. The  inlet  static  pressures  were  measured by wall 
taps  located In the  pr-ry-air  inlet  tubes  at a point 9.3 diameters 
upstream  of  the  point  where  the  inlet-air  tube6  discharged  into  the 
discharge  duct.  The cooling-air inlet  teaperatwe  was  measured by ther- 
mocouples  installed  in  the  inlet-air  tLibes. The discharge  conditions 
were  measured  in  the  central  discharge  tube  at a point 1.8 diameters 
axially  downstream  of  the  center  line  of  the  first pair of  primary-air 
inlet  supply  tubes.  The  distribution of the  total  pressure was deter- 
mined  by  three  total-pressure  tubes  and  two  static wall taps.  The tem- 
perature in the  discharge  t&e was measured  by two thermocouples  located 
on the same rake  with  the  total-pressure  probes,  and  the  weight  flow Was 
measured by a standard A.S.M.E. orifice  located in the air supply  line 
upstream  of  the  tail-cone  conf-iguration.  These  temperature  and  weight- 
flow measurements in connection  with  the  static wall pressures  permitted 
an  additional  determination of the  average  total  pressure  in  the 
discharge  duct. 

Model  canfigurations. - Locations  of  instrumentation  used  to  deter- 
mine  the  pressure-loss  characteristics  of  the  model  configurations  are 
shown  in  figure 3. The  temperature  and  pressure of the  air  entering  the 
primary-air  inlet  tubes was measured  with a mercury  thermometer  and a 
standard  barometer. In model A the  total-pressure  probe on the  center 
line  of  the  discharge  tube  and  the  pair  of wall static-pressure  taps 
were  located 10 tube  diameters  downstream  of  the  center  line of the 
first  pair  of  primary-air  inlet  tubes  as sham in figure 3. In models 
B and C, these  measurements  were  made 11 diameters  downstream of the 
center  line  of the, primary-air  inlet  tubes In all  model  configuratitn-m 
a total-pressure  survey  probe was located 1.25 diameters  upstream of the 
station  where  the  center-line  total  pressure  and  static wall pressures 
were  meas  ured . 

c 
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The  locations  of  the  pressure-neaauring  instrumentation  were  neces- 
sarily  different  between  model A and. the  full-scale  configuration.  The 
short  discharge-t1ibe  length  of  the  full-scale  configuration  required 
that  the  measurements of discharge  total  and  static  pressures  be  made 
quite  close  to  the  transition  section.  These  measurements  were  made 
farther  downstream  in  the  discharge  tube of the models in order  to  permit 
a more  reliafjle  measurement of the  discharge  pressures in the  more stable 
downstream  region.  The  measured  Inlet  pressures  for model A were  the 
ambient  pressure  conditions  of  the  test  cell,  and the inlet  conditions 
of  the  full-scale  corifiguration  were  the  measured  temperatures  and  static h 

pressures  .in  the  primary-air  inlet  tubes.  These  differences in locations 
of  the  instrumentation  were  not  expected  to  influence  materially  the  over- 
all campmisons between  model A and  the  full-scale  tail-cone  configuration, z 
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because  the  differences i n  the  f r ic t ion and mixing losses between the 
measuring stations of the two configurations were expected t o  be very 
small i n  comparison wlth the  over-all  total-pressure loss through each 
configuration. 

EMPIRICAL FORMULAS FCIR DUCT FEESSW LOSSES 

Individual Losses 

The total-pressure  losses in most duct  systems can be  approximated 
from established  empirical  formulas and data that are  readily  available 
in   t he   l i t e r a tu re .  For the  various  tail-cone  coolin@;-air  ducting systems 
considered herein, the over-al l  total-pressure losses throughout  the 
systems  can be considered t o  be made up of a nuniber of individual to t a l -  
pressure  losses,  such  as  entrance,  friction,  expansion,  contraction, and 
bend losses. In the  following  discussion, a l l  of the  equations were 
obtained from reference 5, except those pertaining t o  entrance and bend 
losses, which were obtained from references 6 and 7, respectively. The 
equations of these  references have  been  converted t o  the notation of 
this report, and i n  all cases  they  are f o r  turbulent ' f low unless  other- 
wise indicated. The equations  also  consider that .the fluid is  
incompressible. 

Entrance loss.  - The expression f o r  the  total-pressure  loss due t o  
entrance  effects, when the flow area before the entrance is  very much 
larger  than the duct  inmediately dawnstream of the entrance, is 

( A l l  synibols are  defined in  the appendhi.) "he value of the  entrance 
loss coefficient Ken depends upon the  type of entrance  (sharp edge, 
s l igh t ly  rounded, well  rounded, e tc .  ) and can be  obtained from refer -  
ence 6. The values of specific  weight p a  and velocity V, of equa- 
t i on  ( l) are  evaluated f o r  conditions downstream of the  entrance. 

Fr ic t ion loss. - The total-pressuJre lo s s  i n  a straight length of 
constant-diameter'ducting can be  expressed  as 

where ($,) is the  average  value' of the  velocity head f o r  the  length 
a v  

2 of the  duct  being  considered, and d i s  the  hydraulic diameter of the 
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duct.  The  local  value  of  the  friction  factor f can be  calculated  for 
Reynolds  nunibers up to 150,000 by  the  Blasius  formula 

f =  0 316 
~~0 25 

N 

and for Reynolds numbers above  this  value  by  the  following  equation  from 
reference 5: 

vl m 
. .. - " r- 

f = 0.0056 + 0.500 Re -0 32 (3) 

The  value  of  Reynolds  nuniber  is  obtained  from  the  expression 

Expansion  losses. - In duct systems where  there  is a sudden enlarge- 
ment  in  the  cross-sectional  area  of  the  duct,  the  total-pressure loss 
can  be  expressed  as 

3 

The  density  and  the  velocity  are  evaluated  upstream of the  expansion. 
The  value of the  expansion  coefficient qx may be  expressed  as 

where A, is the area of the  duct  upstream  of  the  point of expansion 
and A d  is  the  area  of  the duct.damstream of this  point. 

Contraction  losses. - For R sudden  contraction in a duct  system  the 
total-pressure loss can  be  expressed  as 

The 

The 
the 

value of the contraction  coefficient H, m y  be  expressed  as 

value of Cc is an experimentally  determined  value of tne ratio of 
&rea of the  vena  contracta  to  the area of the  smaller  duct.  The 

value of Cc is a function  of M A u ,  where & and Au are  the 
cross-sectional  areas  downstream  and  upstream  of  the  contraction, 
respectively.  Values of C, can  be  obtained from reference 5. 
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Bend losses. - The total-pressure losses associated  with a change 

in flow direction of the f lu id  i n  a duct  system can be  representedby - 
n 

N 
(n 
a, 
P 

The value of the   f r ic t ion   fac tor  f in equation (9) is obtained i n   t h e  
same mnner  as  previously  indicated  by  equation (3a) , and Zeq is the 
equivalent  length of straight  duct  required  to produce the same pressure 
loss as  the bend. The value of 2eq is obtained experimentally,  and 
values of 2eq f o r  various  types of bend  can be obtained from refer -  
ence 6. Equation (9) is usually  written in the form 

where I$, replaces f of equation (9) .  

Compressibility and  Reynolds nuniber effects .  - Equation  (3a), which 
is used t o  cktermine  the  value of the   f r ic t ion   fac tor  f in equa- 
t ions  (2) and (9),  assumes that the   f r ic t ion   fac tor  is only a  function 
of Reynolds rimer. The ef fec t  of compressibiltty, or  Mach rimer, is 
not  considered. It is  known that fr ic t ion   fac tors  f o r  supersonfc flow 
are  different  from those  for  subsonic flow and that there is some v a r i -  

For the range of Mach nuibers encountered in  the  present  investigation, 
however, the change in f r ic t ion   fac tor  would be so small as t o  be neg- 
l igible;  and,  consequently,  compressibility  effects w e r e  neglected. 

” 

- ation  wlth Mach nmber even in the  sasonic   region a t  high Mach nunibers. 

The ef fec t  of the internal heating  caused  by  the  viscous  dissipa- 
t i on  of total-pressure  energy on the  pressure  losses in the system is 
generally  sufficiently small that it can be properly  neglected. If the 
equivalent  length  over diameter of the system multiplied  by  the  average 

f r ic t ion   fac tor  fa, 3 is  below 5 and the i n l e t  Mach nmiber i s  below 
0.2, these  effects wlll be insignificant.  Otherwise, compressible-flow 
methods such as those of reference  5  should  be used, if an accurate 
determhation of the pressure loss is  desired. These comgressibility 
effects  are neglected in this   report .  

2 
d 

The values of the loss coefficient K i n  equations (1) , (5) ,  and 
(7) are  determined primarily  by  the geometry of the  ducting system. 
Frequently  the loss coefficients are relatively  constant over a wide 

configurations there i s  a var ia t ion  in  the value of K with Reynolds 
nuniber, par t icular ly  i n  the range of Reynolds n W e r s  below 2x105. The 

c range of Reynolds nunibers. Reference 7 indicates that f o r  some duct 

.r 
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1 

Reynolds numbers f o r  mst of the flows i n  the d e l  systems of this 
report   are below this value; however, there is  l i t t l e  information  avail- 
able in the literature  regarding  the  variation of the  loss-coefficient 
Reynolds number below 2X105. Because the Reynolds n W e r   e f f e c t  is of 
secondary Fmportance i n  determinhg the value of the loss coefficient Lv 
and because data for determiniq  the var.~t_ion. .of . . the, . . l~ .s ,  coefficient. 
with Reynolds nuniber were-not readily  available, Reynolds nuniber effects 
on the  value of K have been  disregarded i n  this report. 

- 

CJl 

P 
.. .. 

Correlation of Total-Pressure  Losses f o r  Duct System 

I n  the  previous  section,  standard  equations were presented tha t  
permit the evaluation of duct  pressure  losses caused  by fr ic t ion,  and 
pressure  losses  caused  by  entrance  effects,  eqaeions,  .contractions, 
and bends. The latter group of losses are generally  called mixing 
losses. 

For a section of a duct  system,  the  pressure loss caused  by f r i c -  
t i on  can be written from equation (2 )  as 

" 

. .. 

and the  pressure loss caused  by mlxing effects f o r  any section x can 
be m i t t e n  from equations (1) , (5), (7), and (sa) as 

If the system under consideration is  composed of a number of d i f -  
.. 

ferent component sections x having different flaw areas, equations (10) 
and (11) can  be  rewritten from continuity  considerations. for any of the  
sections as 

. .  " 

3 

and 

The sLibscript r denotes &11 arbitrary  reference  station in one of the 
duct-system components. 
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. 
If the  density in the  duct  system  does  not  change amreciably and 

it  can be considered a constant,  equations  (loa)  and (lla) can be 
rewritten 

and 

The  over-all  total-pressure loss in the  duct  system  can  then be 
indicated by 

where  the f i rs t  term in the  parentheses  is a summation  of  the  friction 
losses in the system, and  the  second  term is a summation of the  losses 
caused by secondary  flows. 

If, for  purposes of obtaining a method of correlating  pressure- 
drop data in a tail-cone  ducting  system,  the  pressure drcrp is  evaluated 
from  the  inlet of the tail cone  (station 8 in fig. 5 for  the  full-scale 
tail cone  or  ambient  test-cell  conditions f o r  the  scale  models)  to  the 
cooling-air  inlet of the  turbine  rotor  (station 9 for  both  full-scale 
and model tail  cones)  equation ( 1 2 )  can  be  rewritten in terms  of  Mach 
rimer as follows : 

pr 
Pr = - *r 

and 

or 

By subst  tuting  equations (13) and. (14a) in equation (E), the 
value of prVr/2g 3 becomes prr&/2 and  equation ( 1 2 )  caa be expressed 
for  the  full-scale tail cone  as 
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and  for  the  tail-cone  models'as 

. 

. 

In the  section on individLl pressure  losses  it was assumed  that 
the  values of the  friction  factors f .in  equations (2) and (9) were a 
function of Reynolh nuxiber only and  that  the Loss coefficients for 
entrances,  expansions, and contractions  (Ken,  Kex,  and &) that appew .. .. 

in equations (1) (5), and (7) were  functions of the  duct  geometry only. 
From  equation (3a) it  can  be  seen  that a relatively  large  change  in  Rey- 
nolds  nuuiber w i l l  result in a comparatively small change  .in  the  value O f  f; 
therefore,  the  total-pressure loss  as calculated  by  equations (2) and (9) 
will  not  be  appreciably  in  error  because of a change in Reynolds  number.. 

. -- 

. -  

Furthermore,  the  values  of f t / d  for  the  duct systems considered 3 

herein  are  very small compared  with  the  values of K that  are  used. 
The small change  in  fZ/d  that  would  occur  wlth  change  of  Reynolde num- 
ber would, consequently,  affect  the  over-all  pressure  losaes'very  little. L 

The  asslurrption can then  be  made  that fxZddx for  each  section of the 
tail-cone  induction  system  is  constant, and then, from equationa (12s) 
and (12b), the  pressure  losses  are  functions  only of Mach  number  at 
station 9. 

Station 9 was selected  as  the  reference  station,  because  in an air- 
cooled turbine  design  the  designer  would  probably  first  determine  the 
pressure  changes  through  the  cooled  blades  and  disks from +awn condi- 
tions  at  the  blade  tips. In this manner the  required  pressure  level  at 
the  cooling-air  inlet  to  the  rotor  (station 9) would be  obtained,  and 
the taibcone duct  system, from pressure-loss  considerations, would be 
designed to meet  the  pressure  requirements  at  station 9. 

AWALYSIS OF EFFECT OF TAIL-CONE COOLING-AIR-INDUCTION-SYSTEM 

PRESSURE LOSSES ON ENGINE FERFORMANCE 

In the following sections  the  method of malys ie  that  is  used  tQ 
determine  the  effects  of  cooling-air-duct-system  pressure  losses on 
engine  performance for a turbo  jet  engine  incorporating a compressor 
bleed  system is  dis'cussed. 

. . .  
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Determination of Cooling-Air-Flow Rate  and Compressor 

Bleed Pressure and  Temperature 

The coolant flow wa required  to  cool a turbine  blade t o  a given 
temperature 3 depends upon the  effective conibustion-gas  temperature 

and the  cooling  effectiveness  (heat-transfer  characteristics) of the 
blade. The cooling-air  total  pressure  required a t  the compressor 
(s ta t ion 7, f i g .  5) t o  maintain a given  coolant flow depends upon the 
total-pressure  losses  in the cooling-air  ducting system between the 
congressor  and the  tai l-cone  entrance  (~pj-a),   the  total-pressure  losses 
in  the  tai l-cone ducf; system (Apg,~), the total-pressure changes i n   t h e  
turbine disk and blades (Ap; 4) ,  and upon the  cdust ion-gas  pressure 
tha t   ex is t s  a t  the blade t i p s  (PA) . 

Tg,  e, the effective  cooling-air  temperature a t  the  blade  base Te, 

- 

The cooling  effectiveness of a n  air-cooled  turbine blade provides 
a re la t ion  between the  blade  teqperature,  the  effective conibustion-gas 
temperature,  the effective cooling-air  temperature a t  the  blade  base, 
the combustion-gas flow wg and the  cooling-air  flow wa, that can  be 
expressed  as 

The variation of the r a t i o  Tg,e TB , hereinafter  defined  as CP, 
Tg,e - ',,lo 

with w$wg f o r  a given  cooled  turbine-blade  configuration  can be deter- 
mined experimentally aa discussed in reference  8. In general,  the 
values of TB, Tg,e, and wg axe fixed  by  the  specific  engine  design 
being  considered,  and as a result   equation (15) fo r  a specific  blade 
configuration can be expressed 

The specific  engine  design  being  comidered will also  es tabl ish the 
t o t a l  temperature  and t o t a l  pressure of the cooling air a t  the W e t  t o  
the  rotor hub ( T i  and pi,  respectively) and the  cross-sectional  area 
of tail-cone  duct  system  at'  the  rotor hub i n l e t  Ago From the values of 
wa, ph, Th, and Ag, the values of the Mach number and s ta t ic   pressure 
a t  the  rotor  hub inlet and p9 , respectively,  caa  be found. When 
the  values of Mach  number, temperature, and pressure a t  the rotor hub 
inlet   are  established and the total-presswe  losses and cooling-air 
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temperature changes in the  cooling-air  duct syatem between the compres- 
sor and the rotor hub i n l e t  are known, the  required  pressure a t  the com- 
pressor p j  and the  associated  total  temperature T j  can be determined. 

The detailed  calculations  for  determining the various  pressures, 
temperatures, and weight  flows  discussed i n  this   analysis  w i l l  be pre- 
sented in the  section CALCULATION PROCEDURE. 

Determination of Effect of Pressure  Losses on  Elngine Performance 

When the  cooling-air  flow and the associated required co~upressor 
bleed-system  pressure are lmown for a given  cooling-air  ducting  system, 
the  effect  of these quantities on  engFne thrus t  and specif ic   fuel  con- 
sumption ca~l  be  established.  Determination of the engine t h r u s t  requires 
knowledge of the temperature and the pressure a t  the i n l e t  t o  the ta i l -  
pipe  nozzle, and determination of the specif ic   fuel  consumption requires 
knowledge  of the  fuel  flow. 

. .  

The t o t a l  temperature a t  the compressor out le t  Ti, the t o t a l  tem- 
perature a t  the  turbine inlet Ti, and the amount  of air leaving  the 

compressor wA - wa are established  by  the  engine  design, so that the-- 
fue l -a i r   ra t io  f and, consequently,  the  fuel  flow can be  determined 
from t h e  following equation and the  charts of reference 9: 

h6,3 - h6,2 f =  NH %,3 qh,3 + hF 
In  equation (17), % is  the enthalpy of dry a i r  for  zero fuel-air 

r a t io  a t  the t o t a l  temperature of the  station  being  considered; Q, is  
the burner efficiency; H i s  the lower heating  value of the fuel; $ is 
the  enthalpy OF the fuel; and qh is defined i n  reference 9 as 
(h’ - h h ) ( l  + f )  

for  f u e l s  of various hydrogen-carbon ratios are given i n  reference 9. 

Values of  h6 and qh f o r  various temperatures  and 

In  order  to  obtain the t o t a l  pressure  and  temperature i n  the t a i l  
pipe, it is  necessary first t o  determine the specific  turbine work n, 
or the work done by each pound of turbine  codjustion-gas flow. This 
value  can  be  obtained by equating  the  turbine work to  the-conpressor work 
plus  the work done. by  the  turbine  rotor on the coollng air Fn the 
inter ior  of the turbine  rotor. The compressor work consists of two 

- *I 

-. . 

parts,  the work  done on the cooling air wa - 
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work done on the  conkustion a i r  
"1C 

The work 

done by the turbine the cooling a i r  from the ro to r  hub 

t o  the  blade  t ips is equation f o r  the  specific  turbine 
work can therefore  be  expressed  by 

wk3 
w~ - va 

. ._ 

(18) 

where wg = WA - wa + WF. For this  analysis a l l  the quantities in this 
expression  are known from the  engine  design or  can  be  determined from 
methods discussed  previously. 

The t o t a l  temgerature and the  total   pressure immediately damstream 
of the turbine T i  and pi,  respectively, can now be determined from 
the  expressions 

and 

The calculations of reference 4 indicate that the change in t o t a l  tem- 
perature and to ta l   p ressure  due t o  the mixing of the coo- air w i t h  
the  c&ustion  gas between s ta t ion  5 and the  entrance t o  the  tai l-pipe 
nozzle was negligible fo r  coolant-flow ratios below 3 percent. If this 
assumption is  made, T i  and p; can  be 
velocity vg : 

used t o  evaluate  the  jet  
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The engine  thrust F can  then be determined  from the equation 

and the  engine  specific  fuel corisurnption becomes 

3600 wF 
s fc  = 

where 9 = ( f )  (WA - wa) , and f i s  determined  by  equation ( 17) . 

EXPERIMENTAL PROCEDURE 

Investigation of Full-scale Tail-Cone  Air-Induction System 

An investigation of the pressure  losses in the  full-scale  cooling- 
air-induction system was made i n  order to  obtain a comparison of the 
full-scale  losses with those of a simllar scale-model  configuration. 
The losses of the full-scale confi@atinn were obtained f o r  two differ- 
ent  levels of pressure i n  the tail-cone system in order to establish the 
effect  of pressure  level on the pressure-loss  comprisons. 

For the  low-pressure-level runs, the  cooling air from the full- 
scale system was discharged d l rec t ly   in to   the   t es t   ce l l .  For the  higher 
pressure runs, the  full-scale tail cone was attached t o  an air-cooled 
turbojet  engine as indicated  in  f igure 1. Cooling aLr was then  passed 
through t h e  air-induction system and discharged  into the s t a t i c   a i r -  
cooled  turbine  rotor. The pressure  losses  experienced  by  the  cooling air 
passing  through  the  static  turbine-rotor disk and blades w e r e  thereby 
employed t o  raise the level of the  cooling-air  pressures i n  the air- 
induction s y s t e m .  For both the restr ic ted and unrestricted  outlet  runs, 
the  cooling-air weight flow was varied from zero t o  about 4.5 pounds per 
second i n  about 20 incrementa  by a remotely controlled  thrott le valve 
located upstream of the  tail-cone syetem. The absolute  static  pressure 
i n  the discharge  duct of the tail cone varied from 29.12 t o  41.77 inches 
of mercury for the  unrestricted  outlet runs and f r o m  30.81 t o  
74.66 inches of mercury for the res t r ic ted   ou t le t  runs. 

For each run, the cooling-air  weight-flow rate was determined  by a 
standard A.S.M.E. sharp-edge orifice  located i n  the inlet   piping system 
upstreasl of the  thrott le  valve and the  tail-cone syEitem. The s t a t i c  
pressure and the effective  temperatures w e r e  measured i n  the inlet tubes 
immediately  upstream of the t a i l  cone by a s t a t i c  wall tap and a ther- 
mocouple probe as sham in  figure 4. The conditions in  the discharge 
duct were established by measurements of the  effective  cooling-air tem- 
perature,  the  total  pressures, and the wall static  pressures,  also 
indicated  in  figure 4. 



NACA RM E52K07 17 

Investigation of Model Air-Induction System 

The pressure  losses through the  three model air-induction systems 
were determined  by inlet and exit   pressure measurements. The air  was 
dram from the test c e l l  in which the models were located and through 
the model configurations by means of the laboratory altitude exhaust 
system. The weight-f low rate through the models was controlled  by  a 
hand-operated  control  valve  located in the  discharge  duct of the models 
( f ig .  3). The weight-flow r a t e  was varied from zero f l o w  to   the  maxFmum 
attainable  value of about 0.18 pound per second i n  10 steps. The s t a t i c  
pressure in  the  discharge  duct  varied from about 21.5 inches of mercury 
a t  the  high flow rate t o  barometric  pressure at zero w e i g h t  flow. On 
each  run the following measurements were taken  (see  f ig.  3): 

(1) Total  pressure on center line of discharge  duct  about 10 diam- 
eters  downstream of center Use of primary-air inlet tubes 

(2) S t a t i c  wan -pressures a t  same axial   locat ion 

(3) Temperature of a i r  In t e s t  cell near i n l e t  of model primary- 
a i r   i n l e t  t&es 

(4) Pressure in t e s t   c e l l  (which was atmospheric) 
L 

O n  two of t he   t e s t  runs of models A and B and on each  run of model C J  a 
survey of the t o t a l  pressure in the  discharge  duct was taken  about 
9 diameters downstream of the  center  l ine of the  pr imary-air   in le t   tmes 
(see  f ig .  3). In order to   locate   the  posi t ion  in  the duct a t  which  each 
t o t a l  pressure  wouldbe measured, the flow area of the  discharge  duct 
was divided i n t o  f lve  equal-area annul i  J and the   to ta l   p ressure  was 
measured a t  a radlus  equal t o  the mean radius of each individual  annulus. 
Thus a t o t a l  of 10 pressure  masurements was obtained across the 
diameter of the  duct. 

- 

C-ION PROCEDURE 

Pressure Losses f r o m  Experimental D a t a  

The results of the pressure-loss  analysis  Fndicated that the pres- 
sme losses  through a ducting  system  could be correlated  by  expressing 
the  pressure-loss . ra t io  as a function of the Mach  number 3n the  dis- 
charge  duct as sham by equations  =(a) and 12 (b) . In order t o  evaluate 
these  quantities  the  following  calculations w e r e  made. - 

Full-scale  air-induction system. - The evaluation of the pressure- 
ApA-9 

loss  r a t i o  - that   appears  in  equation  =(a) f o r  the   fu l l - sca le  
p9 
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t a i l  cone involved the determination  of. the pressures in this quantity. 
The average i n l e t   t o t a l  pressure p f  was determined from the  measwe- 

ments of s ta t ic   pressure and effective  cooling-air  temperature a t  the 
i n l e t -   t o  the tail-cone  induction system and from the cooling-air w e i g h t  
flow. From these measurements a static-pressure  parameter PA 

(Wa-18 
was calculated. From this parameter and the compressible-flow  charts of 
reference 10, the total   pfessure was determined. The cooling-air  weight 
flaw, which was measured in a  single  orif  ice  run upstream of the t a i l  
cone, was assumed to  divide  equally among the  four primary-& M e t  
tubes. The indicated  temperature a t   s t a t i o n  8 was used as the  true 
t o t a l  temperature in  these  calculations,  becausecorrecting the ind.i- 
cated  temperature  by means of a recovery  factor produced no significant 
change i n  the calculated  average total   pressure.  

av, 8 
_" 
" 

cn N 
(ID 
P 

The average total   pressure i n  the discharge  duct pAv,9 was deter- 
mined by  a  calculation  procedure  identicai  to the one used to   es tabl ish 
the inlet total   pressure.  This calculation used the measurements of 
static  pressure,  weight flow, and effective  terqperature a t  station 9 in 
the manner previously  described. A s  before,  the measured effective tem-  
peratures were used as equivalent to   the   t rue   to ta l   t enpera twe i n  the 
calculation. 

. . . . . . . 

. .  

The measurement of three  total   presswes'and two w a l l  s ta t ic   pres-  
sures in  the  discharge  duct  permitted an independent  determimtion of 
the  average total   pressure in the discharge  duct which was used as a 
cross check on the  average total   pressure computed by the preceding 
method. Pre l in imry  check6 a t  the start  of the  investigation  Indicated 
tha txoad  agreement  between the  calculated and measured average t o t a l  
pressure i n  the discharge  duct was  obtained. Because the  average t o t a l  
pressures  based on weight-flow measurements w e r e  considered more accurate 
than the fluctuating  total-pressure measurements obtained in the a s -  
charge  duct, the calculated  average total   pressures were used in t h i s  
investigation. 

I n  order   to  make a comparison  between the  pressure  losses  in  a 
model air-inductLon system and the similar full-scale system, it was 
necessary t o  add an  entrance loss t o  the  total-pressure loss of the 
ful l -scale  tail cone. ~ h i a  entrance loss was computed from equation (I). 
The velocity-pressure term e was evaluated from the inlet measure- 

ments, and K W&B taken as 0.23, a widely  accepted  value f o r  the 
entrance loss coefficient  for a s l igh t ly  rounded entrance  (reference 6) . 
This  entrance  loss was added to   t he  average inlet   to ta l   pressure,  and 

the  corrected  pressure-loss  ratio was then PAv, 8 + *p&, 8 - pkv, 9. The 

263 

PS 
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value of pAv,9 was taken  as the average to ta l   p ressure  based on the 
weight-f low calculations. The  Mach nLmiber Fn the  discharge  duct was 
computed from pressure in the  discharge  duct  based on the weight-flow 
calculations and the measured w a l l  s ta t ic   pressure i n  the  discharge  duct. 

Model air-induction  systems. - The evaluation of the pressure-loss 
ratio and the exit Mach nunher i n  the model induction systema a lso  
required  the  determination of the average to ta l   p ressure  i n  the  discharge 
duct,   the  static  pressure i n  the  discharge  duct,  and the inlet average 
total   pressure.  In the model investigations, the inlet total pressure 
(room pressure) and the  discharge-duct  static  pressures were  measured 
directly.  The average to ta l   p ressure  i n  the  discharge  duct  for model C 
was obtained from total-pressure  surveys which  were made f o r  each run. 
For models A and B, however, the average to ta l   p ressure  in  the  discharge 
duct was known only f o r  two runs and for zero flow condition, where the 
average  pressure is equal to the  barometric  pressure.  For a l l  the runs 
of a l l  models, t he   cen te r -me  t o t a l  and w a l l  s ta t ic   p ressures   in   the  
discharge  duct were  measured. In order to determine  the  average t o t a l  
pressure in the  discharge  duct of models A and B f o r  a l l  the  runs, it 
was necessary t o  establish the   re la t ion  between the  center-line total 
pressure and the  average  total  pressure. The center-line t o t a l  pressure 
for model C was f i r s t  plotted. T h i s  variation appeared t o  be linear. 
The three  runs of m o d e l s  A and B f o r  which this variation of average 
total   pressure with center-line t o t a l  pressure was known were plot ted 
and  curves were faixed through each s e t  of three points with the varia- 
t i on  of model C as  a guide. In t h i s  manner, the  average total pressure 
in the discharge  duct of models A and B was established. 

The average total pressure in the  discharge  duct  as  determined  by 
the  total-pressure  surveys was obtained from the  following  equation: 

The  Mach nuuber in the  discharge  duct of m o d e l s  A and B was comguted 
from the  average  total  pressure  established from the p lo ts  of P;,,~ 
against p T  and the measured s ta t ic   pressure.  For model C the meas- 
ured  values of average t o t a l  pressure and s ta t ic   pressure were used. 

EJ9  

Pressure  Losses *om Empirical Formulas 

The total-pressure  losses  in the model and full-scale  air-induction 
system6  were calculated  with loss coefficients  readily  available i n  the 
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literature, in order to   ob ta in  a comparison with the measured pressure 
losses and thus an evaluation of the  empirical  pressure-loss  coefficients 
and the  calculation  procedures employed. The general  procedure was t o  
start  with the measured pressures,  weight flow, and t o t a l  temperature i n  
the discharge  duct of the  air-induction system and then  to   calculate  
upstream i n  a stepwise manner unt i l   the   inlet   to ta l   pressure was estab- 
lished. The discharge  conditions of a  tail-cone  air-induction  system 
are  fixed  by  the  pressure  requirements of the  turbine  rotor, and it is  UL 

necessary for the designer to   ca lcu la te  upstream f r o m  th i s   po in t   in  
order t o  determine the proper  pressure a t  which t o  bleed the  engine 
campressor.  Consequently, it was thought b e s t   t o   i l l u s t r a t e  the calcu- 
la t ion  procedure i n  the manner required  for design. For the purposes of 
calculating  the  pressure  losses, the air-induction system was divided 
into three principal  sections. These sections  are  indicated on figure 6 
for each  of the three model systems. The detailed pressure-loss  calcu- 
la t ion  procedure for each  air-induction system di f fe rs  i n  some respects 
and i s  therefore  discussed  separately. 

. .  

0) 

a, 
P 

Full-scale t a i l  cone pressure  losses. - The pressure  losses i n  the 
full-scale  configuration were computed, starting with  the  average t o t a l  
pressure and the Mach  number in  the  discharge  duct, which were determined 
by  the  previously  described methods. The  Mach nuniber and the measured 
s ta t ic   pressure w e r e  used to  establish  the  velocity  pressure  by  the 
f ollawing formula : . .  

The s t a t i c  temperature a t  the  discharge measuring s ta t ion was then  cal- 
culated from the  discharge Mach  number, and the measured effective tem- 
perature as the t r u e   t o t a l  temperature a t  th i s  station. T h i s  value o f  
s t a t i c  temperature was used t o  determine  the  viscosity p from the 
tables of reference 11. The Reynolds  n&er and f r i c t i o n   f a c t o r   a t  the 
exit  of the  discharge  duct were then  calculated from equations (4) and 
(3), respectively. The approximate  pressure loss in  the  discharge  duct 
was computed from equation (2)  with a l l  variables 8 s  evaluated a t  the 
ex i t  of the discharge  duct. The approximate total   pressure a t  the inlet 
to  the  discharge  duct was then  obtained  by  adding the total-pressure 
loss to   the   to ta l   p ressure  a t  exit. This value of total   pressure was 

used to   ca lcu la te  the conpressible-flaw paraineter and the 

charts of reference 10 were used to  obtain the s ta t ic   pressure a t  the 
i n l e t   t o  the discharge  duct. The  Mach n&er a t  this point was deter- 
mined f r o m  t h e   t o t a l  and static  pressures.  The velocity head and  f’ric- 
t ion   fac tor  a t  the inlet t o  the discharge  duct were calculated.in  the 
same way as at   the  discharge and were averaged w i t h  those  values  cal-.I 
culated a t  the  exit ;  these average values were used i n  equation ( 2 )  t o  
obtain a  refined  pressure loss. This processxas  repeated until the 
calculated  pressure  losses  agreed  within 0..01’ inch of mercury. 

wa W’ 
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After the conditions a t  the inlet t o  the  discharge  duct were estab- 
lished, the pressure loss between the exit of the  inlet-ai r  tubes and 
the i n l e t  of the  discharge  duct was calculated from  equation (9) .  The 
loss in terms of equivalent  feet of straight  duct was obtained from ref-  
erence 6 for  a  standard T-fitting. 'Phe f r ic t ion   fac tor  and velocity 
pressure were evaluated at the inlet t o  the  discharge  duct. The t o t a l  
pressure .at the  exi t  of the  inlet-air   tubes was obtained  by  adding th i s  
loss t o  the  total   pressure a t  the   i n l e t  t o  the  discharge  duct. 

The total-pressure loss in the inlet-air   tubes was established  in 
the same manner as was used f o r  the  discharge  duct. The conditions a t  
the ex i t  were  used t o  establish  the  values of velocity  pressure and 
f r i c t ion  a t  this point, and these  values w e r e  used t o  determine  an.. 
approximate to ta l   p resswe  a t   the   en t rance  t o  the inlet-air tubes. As 
before, t h i s  total pressure,  the weight flow, the t o t a l  temperature,  and 
the area were used t o  es tabl ish  the  f r ic t ion  factor  and velocity  pres- 
sure a t   t he   t ube  inlet, which was averaged with the similar values at 
the  discharge of the  inlet-air  tubes. The process  again was repeated 
until   the  calculated  pressure losses checked wlthin 0.01 Inch of mercury. 
These calculations gave the  total-pressure loss between s ta t ions 8 and 
9 f o r  comparisons xi th  the measured values. 

' Model A. - The procedure for  calculating  the  pressure loss in 
model A was similar to  the  calculations f o r  the ful l -scale  t a i l  cone, 
except t ha t  an entrance Loss was computed f o r  t he   i n l e t  t o  model A, 
because the measured loss was from d i e n t  conllltions t o  s ta t ion  9. 
This entrance loss was calculated from equation (1) , where the value of 
Ken was established  as 0.23 from reference 5 for  a s l lgh t ly  rounded 
entrance. T h i s  entrance pressure loss  was then added t o  the to ta l   p res -  
sure a t   t h e   i n l e t  of the primary-air  supply,tubes t o  establish  a  cal- . 
culated ambient pressure for the model. 

Model B. - The pressure losses in the discharge  duct of m o d e l  B 
w e r e  established in the samemanner as the  'corresponding  losses in the 
ful l -scale  system and model A. The losses in the  transit ion  section of 
model B (see  f lg .  6) were de tezdned . in  a s t e p w l s e . m e r .  The"1oss a t  
the  entrance t o  the  discharge  duct was co?irputed from equation 7, where 
the  value of the loss coefficient Cc ' in  equation (8) was determined 
from reference 5 for   the geometry of  model B. The to t a l   p re s su re   i n   t he  
in te r ior  of the transit ion  section was obtained  by  adding t h i s  loss t o  
the total pressure at the  entrance  to  the  discharge  dact. 

I .  

The pressure loss  which .occurred.at the entrance t o  the  transit ion 
section was -1cWted from equatioris (5) and (6) . The velocity  pres- 
sure term had t o  be  evaluated the. exit of the inlet section, and 
because thls quantity was not  determined until   the  pressure Loss- was 
established, an i teration  calculation was necessary. The i n i t i a l  value 

- 
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established  by assuming the velocity  pressure  to 
and calculating this quantity from the following 

of the velocity  pressure a t  the e x i t  of the inlet section ($) was 
U 

vary  only with the area 
equa-t;ion : 

where the sLibscript u refers   to   the  locat ion in the inlet tubes m e -  
diately upstream of the  transition  section, and the  subscript d refers  
t o  the location immediately downstream Of the . t rans i t ion  in the dis-  
charge  duct.  With-the  pressure loss at  the  entrance  to  the  transit ion 
section computed i n  t h i s  manner, the  conditions a t   t h i s   p o s i t i o n  were  
evaluated and a corrected  value of velocity  pressure computed. This 
refined  value of velocity  pressure was used to   obtain a new pressure 
loss  which was checked a@inst the  init ially  calculated  pressure ioss.  
Thls process was r e p d t e d  until two successively  calculated  pressure 
losses  agreed  within 0.01 inch of mercury. 

. .  

When the pressure i n  the exit of the inlet section was established- 
". 

by the f inal  step of the  iteration  process, the pressure loss i n   t h e  
inlet   sect ion and the  entrance loss were calculated in the same manner 
as the corresponding  losses of model A. 

. "  

Model C. - The calculations  for the discharge-duct  pressure  losses. 
w e r e  made i n  the same manneT as for  the previous  configurations. The 
pressure  losses in the transit ion  section  (see  f ig.  6) were calculated 
from equation (sa). The value of the bend loss coefficient % was 
established from the data -of reference 7 f o r  .%e ge&try of model C. 
Because the data of t h i s  reference had to  be  extrapolated  both  for 
Reynolds number range and geometry variables, the accuracy of the value 
thus established was samewhat uncertain. The calculation, however, was 
made i n  this manner in order t o   t e s t   t h e   r e l i a b i l i t y .  of such an .extra- 
polation,  because,  for  the geometry rat ios  which will be probable in : 
tail-cone  air-induction sylstems of t h i s  type, the pressure-loss data 
are very limited, and extrapolations of this type will very  likely  be 
required of the designer of a tail-cone  air-induction system. The 
velocity  pressure t e r m  was evaluated a t  the  entrance  to the transi t ion 
section b,y an i terat ion  process   ident ical   to   the one described  for  the 
entrance to  the  transit ion  section of model B. The calculation of the 
losses i n  the   , in le t  supply tubes and the entrance  correction were made 
i n   t h e  same way as the corresponding  calculations f o r  models A and B. 

_. . 
c 
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Effect of Tail-Cone Pressure Loss on Engine  Performance 

In order t o  establish the  effects  of pressure loss  on engine  per- 
formance, a  calculation of engine  thrust and specif ic   fuel  consumption 
was mde for a centrifugal-flow-type  turbojet  engine. These performance 
variables were calculated f o r  an engine x5th no cooling  losses  and  for 
engines with pressure losses in the  cooling-air-induction systems equal 
to  the  pressure  losses  in models A and C .  The calculations were made 
both for sea-level  take-off and fo r  a 50,000-foot a l t i tude  a t  a f l i g h t  
Mach nuniber of 0.8. 

The engines f o r  which the  thrust  and spec i f ic   fue l  consumption 
were calculated had the following characterist ics  at   both  sea  level and 
50,000 f ee t :  

Engine ccrmpressor pressure  ra t io  = 4.0 

Engine  compressor efficiency qc = 0.76 

Average Mach nLmiber r e l a t ive   t o  the turbine ro tor  blade 
M* P 0.54 

Effective gas  t ape ra tu re   r e l a t ive   t o   t he   t u rb ine   ro to r  blade 
(Tg, e)* 7 1450' F 

Turbine-inlet   total   pressure p i  = 0.95 p; = 3.8 p f  1 

Turbine  corrected weight-f low r a t e  wg 6 / E 3  41.0 Ib/sec 

Turbine  efficiency qT = 0.80 

Engine  speed I!? = 11,500 rpm 

The turbine  efficiency was assumed t o   b e  independent of cooling-air flow. 
These engine  conditions are believed to  be  reasonably characteristic of 
air-cooled  turbojet  engines and w e r e  largely  obtained from operating 
werience  acquired wfth a nonstrategic,.  air-cooled  engine a t  the Lewis 
laboratory. The two cooled-engine  configurations of t h i s  calculation 
had air-cooled,  nonstrategic,  10-tube,  shell-supported  turbine-rotor 
blades with an average  temperature a t  one-third  span of 1000° F. 

The pressure  losses in the  bleea  system between the compressor 
bleed  point and the inlet t o  the air-induction system w e r e  d i f ' f i cu l t   to  
estimate  accurately,  because  the  geometry of the  cooling-air  bleed 
system may depend t o  a considerable  extent on the  particular  engine 

- 
b ins ta l la t ion  and on the  cooling-air  control  requirements of the  engine. 
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In  order t o  intraduce  these  pressure  losses  into  the  engine performance 
calculations,  the  pressure  losses  in this part 09 the  system a rb i t r a r i l y  
w e r e  assumed t o  be  equal t o   t hose   i n  model A. 

Determination of turbine-inlet gas  taqperature  and  combustion-gas - flow. - The turbine-inlet  gas tatgerature, for  a l l  the  engine  configu- 
rations  considered, was established i n  the following manner. The  Mach 
number r e l a t ive   t o  the rotor  Q was used t o  establish the total- to-  
s t a t i c  ternperatwe r a t i o  T4/T4. The recovery factor for the turbine 
blade was then  determined from the data of reference 8. The s t a t i c  tem- 
perature a t  the turbine  rotor was found from a simultaneous  solution of 
the  equation of the recovery  factor and the  equation  for  total-to-static 
temperature r a t i o  in terms of Mach nuuiber. The s t a t i c  temperature rel-  
a t ive   t o  the  turbine rotor was assumed t o  be equal t o  the s t a t i c  tem- 
perature a t  the discharge of the turbine s ta tor  T3. The velocity of 
the gas  leaving  the  stator was determined from the fo l l a r ing  expression 
by assuming the stator  discharge Mach nuinber t o  be 1: 

v3 = M3- 

The turbine- inlet   to ta l  temperature T i  was then  calculated from the 
expression 

V i  

=tT + 5 Ti 3 2 g J ~ ~ , ~  

The combustion-gas  weight flow was then  determined.from  the  equation 

Determination of fue l  flow. - The fuel flow fo r  a l l  the engines of 
these  calculations was found by the methods and,charts of reference  9. 
The t o t a l  temperature a t  the compressor discharge was calculated from 
the  equation 

N 

The total tpsrperatures a t  the compressor out le t  a d  at  the turbine inlet 
were then known, and the   fue l -a i r   ra t io  f was coIQuted from equa- 
t i on  (17) . A fuel  with a lower heating  value H Of 18,750 Btu per pound 
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and a hydrogen-mbon r a t i o  of  0.167 and a burner efficiency % of 
0.95 w e r e  assumed. Equation (17) was conibined w i t h  the expression  for 
canbustion-gas  weight flow 

wg = WA - wa + WF (31) 

t o  give the f u e l  flow wF 

Determination of cooling-air flaw and  compressor bleed pressure. 
In order to   es tab l i sh  f irst  an approximate  value of cooling-air flow and 
compressor bleed pressure, it w a s  assumed that the effective cooling-air 
temperature a t  the  blade base Te,lO, t h e   t o t a l  temperature of the  cool- 
ing air a t  t h e - r o t o r - r t l e t  T3, and the   t o fa l  temperature a t  the compres- 
sor bleed point Tj were a l l  equal. If an ini t ia l  value for a l l  these 
temperatures was assumed, the  coolant-flaw r a t i o  w d w g  could be 
established as was indicated by equation (E) . The heat-transfer  char- 
ac t e r i s t i c s  of the l O - t L i b e  shell-supported blade presented in refer- 
ence I 2  w e r e  used t o  establish w d w g  fo r  the engine  conditions a t  TB 
of 10oOo F and (Tg,e) of 1450° F. From the previously determined 
value of the co&mstion-gas flow wg, the cooling-air  flow was estab- 
lished for   the assumed temperatures. When the total pressure of the 
cooling air  a t  the rotor  hub and the area of the  discharge  duct of the 
air-induction  system were assumed, the Mach n W e r  and stat ic   pressure 
a t  this point were determined  by  the  previously  described methods. The 
area of the discharge  duct was assumed t o  be equal   to  the area of the 
full-scale  alr-induction system. The value assumed f o r  the total   pres-  
sure a t  the   i n l e t  of the turbine rotor was checked later Fn the calcula- 
t i on  when the value of tail-pipe total pressure was established. The 
turbine rotor  was assumed t o  be capable of delivering a pressure  ratio 
of about 1.0, and the assumed value of total   pressure a t  the rotor hLib 
was t h u s  required  to  be  equal  to  the  turblne-discharge  total  pressure. 
The cooling-air  conditions a t  the  rotor  hub permitted the evaluation of 
the  pressure Losses through models A and C from the data presented with 
this report. The compressor bleed pressure was then calculated from 

In this investigation the total-pressure loss between stations 7 
and 8 i s  not known. However, in order  to  include some pressure loss f o r  
this section of the ducting  system in the engine  performance  calculations, 
the pressure loss was a rb i t r a r i l y  assumed t o  be equal t o  that through the 
tail-cone  ducting  system of model A. Equation (33) therefore  can be 
wr i t ten   for  model A as 
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. .  . " and f o r  model C . .~." 

(P;)model = Pi + (4?;-g)madel " ' *P~ -9 )mode l  A ( 33b 1. " u1 eo 
a, 
P 

The i n i t i a l l y  assumed.temperature a t  the compressor bleed-point was then 
checked  by the equation .-. 

. " 

(34) 

This calculation was repeated unt i l   the  initFally assumed temperatures 
in  the  cooling-air system  agreed with the calculated value within 1' F 
in  order t o  establish the approximate  values of cooling-air flow and 
bleed pressure.  These  approximate  weight  flows were then  used with the 
data of reference 5 t o  determine  the  temperature rise of the-cooling 
air i n  the t a i l  cane-and in the inter ior  of the air-cooled  turbine  rotor 
between the ro tor   in le t  and the base of the cooled  turbine blades. 
With these  temperature  increases  estab1ished;a  neWtemperature of the 
cooling air a t  the blade base was .assumed and..t& .calculation  repeated,. . 

with  the  temperature  increases  established by the   in i t ia l   ca lcu la t ion  
and more refined  values of the  cooling-air flaws and  compressor bleed .... .. 

pressure  considered. :: " " . - 

Determination of. engine thrust  and spec i f ic   fue l  comumption. - 
The specific  turbine. work i2 was calculated f r o m  equation ( 18), and 
the   t o t a l  temperature and t o t a l  pressure  dmstrean.of  the turbine were 
obtained from the  following  rearrangement of equatians (19)  and (20), 
respectively: 

. -  . 

and 

The jet   velocity v6 was determined from equation (211, and the  engine 
thrust  and specific  fuel consumption from equations (22)  and (23) , 
respectively. 

. .. 
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RESULTS AND DISCUSSION 

Flow Characteristics 
c\) cn cn 
P The total-pressure  distribution i n  the  discharge  ducts of a l l   t h e  

air-induction  configurations was measured in order  t o  establish  the 
character of the  cooling-air flow in  the discharge  duct. 

Total-pressure  profiles in model air-induction systems. - The 
behavior of the  cooling-air flaw i n  the discharge  duct of the model 
configurations was determined by a total-pressure  survey  taken  at  the 
mximun weight-flow  condition  for  each model. The total-pressure  pro- 
files would be similar a t  lower  weight f lows, but  the  var ia t ion  in   total  
pressure  across  the  duct would be less pronounced. The resul ts  of these 
surveys  are s h m  in figure 7. 

For model A the t o t a l  pressure rose sharply near the walls and 
reached  a maximum value a t  points  equivalent t o  about 10 and 90 percent 
of the discharge-duct  diameter. T h i s  maximum value of t o t a l  pressure 
remained essent ia l ly  unchanged f o r  about the next 10 percent of the 
diameter toward the  center of the duct ahd then shared a slight decrease 
near the center. This decrease indicates that a slight vortex may be 
present  in  the  discharge  duct of model A; however, the vortex was not 
considered t o  be  appreciable, and no attempt was made t o  eliminate it. 

The total-pressure  profiles of model B a re  shown f o r  model B with- 
out and with straightening vanes in the  discharge  duct. Without 
straightening vanes the   to ta l   p ressure   i s  low in the  center  portion of 
the  duct and relatively  high  near the walls. This  type  profile  indicates 
t ha t  a strong vortex ex is t s  in the  duct. The t o t a l  pressures were 
obtained w i t h  the total-pressure  probe  pointed  in an axial  direction; 
consequently, only the   ax ia l  comgonent of the t o t a l  pressure i s  recorded, 
and the  kinetic energy of the  vortex is not  indicated. The cause of the 
vortex is not  definitely Imam, but  a slight  degree of mlsalinement of 
the  inlet-air   tubes or  some other  lack of symmetry in the model config- 
uration may have  caused the initial formation of the  vortex in the tran- 
s i t ion  sect ion of model B, and the convergence of t h e   a i r  flaw as  it 
enters the discharge  duct  probably  acted  to  increase  the  intensity of the 
vorticity.  

The presence. of a strong  vortex in the  discharge  duct is not 
desirable,  because  accurate flow measurements in the  duct would be dif - 
f i c u l t  t o  obtain,  and the vortex would also  contribute t o  high  pressure 
losses. In an  attempt t o  eliminate  the  vortex i n  the  discharge  duct, a 

duct  diameters was placed at   the  entrance t o  the  discharge  duct. The 
effectiveness of the  straightening vanes i n  eliminating  the vortex in  
the  discharge  duct can be seen in  figure 7 by comparing the total-pressure 

. s e t  of four  axial  straightening vanes equal i n  length t o  1.5 discharge- 
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profi le  with straightening vanes to  the  profile  previously  obtained 
without  the  vanes. With the straightening vanes, var ia t ion   in   to ta l  
pressure  throughout  about 90 percent 0-P the discharge-duct  diameter was 
re la t ive ly  small. Hereinafter, a l l  data presented for m o d e l  B are fo r  
the  case wi th  straightening .vanes. . . . . - - . . . . . 

The total-pressure  profile of m o d e l C  -8-relatively uniform across 
the  discharge  duct. A slight increase i n  total pressure near one wall 
(at  about 70 percent of the duct  diameter) m y  have been  caused  by a 
slight  difference  in weight  flows  through  the €wo e l ip t ick l   in le t -a i r  
tubes. 

Comparison of measured center-line  total  pressure with average 
total  pressure  in  discharge  ducts of ful l -scale  and model tail cones. - 
The re la t ion between the center-l ine  total   pressure and the calculated 
average t o t a l  pressure i n  the discharge  duct of the  full-scale t a i l  cone 
is sham in  f igure 8. D a t a  for  both a res t r ic ted  and an  unrestricted 
out le t  a r e  shown. The data indlcate that for  the  range of t o t a l  pres- 
sures  investigated  there i s  a linear re lat ion between the  center-line 
total   pressure and.AAe- calculated  average  total  pressure  for  the  runs 
with a restricted outlet .  For the  unrestricted  outlet there i s  a lso a 
linear  relation  except  for the t o t a l  pressure between about 30 t o  
34 inches of mercury. 

The relation  belneen  the measured center-line  total  pressure and 
the measured average t o t a l  pressure in the discharge  duct  for  the three 
scale-model t a i l  cones is  6 h m  i n  figure 9 Because no measurements of 
the weight flow were made during the model tests, the  average t o t a l  
pressure was determined only from pressure smveys made i n  the a s -  
charge  duct.  Total-pressure  surveys i n  the discharge  duct were made for  
a l l  the runs of model C and f o r  only three r11718 for models A and 3. The 
variation between the center-line  total  pressure was linear for a l i  the 
models as  shown in   f i gu re  9. Although only three data points were 
obtained f o r  models A and B, the  l inear  relation between the  center-line 
t o t a l  pressure  and  average total  pressure  in  the  discharge  duct i s  sub- 
stantiated by the more  numerous data obtaihed f o r  the  ful l -scale  tail 
cone (f ig .  8) and f o r  model C in f igure  9. Because no total-pressure 
survey  data  for models A and B w e r e  obtained between center-l ine  total  
pressures of about 22 and  29.5 inches of m(?rcWy,- the average t o t a l  
pressure i n  the discharge  duct fo r  these m o d e l s  was determined  by the 
center-line  total-pressure measurement and the use of figure 9. 

Figure 9 also  indicates that f o r  model A the  average  total  pressure 
i s  higher than the  center-line  total  pressure, which can  be explEbfned 
by  referring  to  f igure 7, where for model A the  value of the center-line 
total   pressure i s  lower than  for  any point In the duct;  possibly a~ a 
resu l t  of secondary  flows  except in the  region of the duct walls. For 
models B (with straightening vanes) and C, f igure 9 shows that the 

- -  _ .  

. .  
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average t o t a l  pressure i s  equal t o  the  center-line t o t a l  pressure. The 
total-pressure  profiles in  figure 7 f o r  models B (with straightening 
vanes) and C indicate that this relat ion might be  expected. 

Measured Total-Pressure Losses 

Model tail-cone  air-induction systems. - The total-pressure loss 
through  the model cooling-air-induction systems was presented by  a 

pressure-loss  ratio 

ber in the discharge  duct.  Figure 10 shows the   re la t ion  between the 
pressure-loss  ratio and Mach nuuiber f o r  models A, By and C. The supe- 
r i o r i t y  of model C with  respect t o  pressure loss is  readily  apparent, 
the values of pressure-loss  ratio f o r  m o d e l s  A and B being  about 300 and 
400 percent =eater, respectively,  than  those  for model C. The values 
obtained with model C indicate that a considerable  reduction  in  pressure 
loss  through  the  ducting system  can be  effected  by a careful  design of 
the system. The low pressure  losses of  model C i n  comparison with  those 
of the other models would be  exgected from an  inspection of the geometry 
of the models (fig. 2) . In model C the cooling a i r  was smoothly turned 
through 90° by  each of the two inlet-air  supply tubes and was then 
directed  axially i n t o  the  discharge  duct  by  each  %&e. In models A and 
B the  turning of the air  was abrupt,  and  direct  interference between the 
air streams  leaving  the  prhary-air inlet tubes no doubt contributed t o  
the  over-all  total-pressure losses. Furthermore, i n  modelB  the sudden 
expansion of the cooling air as it entered  the  transit ion  section and 
the sudden contraction as the a i r  entered  the  discharge  duct  also con- 
t r ibuted  to  the pressure  losses of this model. Also the presence of a 
vortex in model By as  discussed  previomly, would resu l t   in   addi t iona l  
pressure Losses. The use of straightening vanes in the  discharge  duct 
of model B probably  helped t o  reduce some of the pressure  losses  associ- 
ated with a high  vortex, bu t  considerable loss of total pressure due t o  
high  angle of incidence a t  the  entrance  to  the  straightening vanes 
probably existed. It i s  believed  that  the  straightening vanes of model 
B served  mainly  as  a method of smoothing the flow in the dLscharge  duct 
and thus provided more reliable pressure measurements in  the  duct. 

p& - p&,9 
p9 

, which was plotted  against  the Mach  num- 

Full-scale tail cone. - The re la t ion  between the  pressure-loss r a t i o  
and the discharge-duct Mach  number f o r  the full-scale t a i l  cone is sham 
in  f igure 11 f o r  both a r e s t r i c t ed  and an  unrestricted out le t .  For the 
full-scale tail cone there appears t o  be a definite  pressure-level  effect, 
highest  pressure-loss  ratios  being  associated  with  the  highest  pressure 
levels. The separation of the  curves for the  ' res t r ic ted and the m e -  
s t r ic ted   ou t le t  runs maybe a r e su l t  of dlfferences  in  the  density var- 
i a t ion  in the two sets of runs. The out le t   s ta t ic   pressure used in the 
pressure-ratio  parameter may bear, a t  a given Mach  nuniber, a different 
re la t ion t o  the  average  static  pressure of the  system f o r  each s e t  of 



30 __ NACA RM E52K07 

runs. A s  a result ,   the two sets of data are  effectively  being  referred 
to   different   densi t ies ,  and some separation of the curves would be 
expected. . . . . .  

. " . - 

Figure 11 indicates -that the pressure-loss  ratios  for m o d e 1  A, 
which are  included for comparison, are less  thaa for  the ful l -scale  tall 
cone. This separation may be due t o  a pressure-level  difference between 
the model and the  full-scale  configuration,  rather  than  to a scale 
effect .  The data for the f u l l - s c a l e   t a i l  cone have been corrected for 
the differences in the lengths of the  inlet  and outlet  ducts between the 
full-scale  configuration and model A. 

Comparison of.Calculated and Measured Total-Pressure  Losses 

The comparison of calculated and  measured over-all  total-pressure 
losses  presented-in  figure 12 indicates the r e l i a b i l i t y  of the loss 
coefficients and calculation  procedures employed. 

Model A .  - The calculated  pressure losseS through model A were about 
40 percent  less  than  the measured values ov- most of the  range of t h i s  
investigation. This discrepancy was probably due largely t o  unreliable 
values of the loss coefficients used t o  determine the lossea i n  the 
transit ion  section of themodel. 

Model B. - The calculated  pressure losses i n  model 13 showed the 
largest  variation from the measured losses,  being  about 65 percent  less, 
probably  because of the existence of a vortex flow i n  the t ransi t ion 
section which was not accounted fo r  by the  calculations. Also, because 
of the nonaxial  direction.of  the air as it entered the discharge  duct and 
the  straightening vanes, there may have been considerable flow separa- 
t ion  on the upstream end of the straightening vanes which resulted i n  a 
throt t l ing  effect  far i n  excess of the  contraction loss assumed in  the 
calculations. 

Model C. - The calculated  losses  for made1 C appear t o  agree 
reasonably  well w5th the measured values,  aveaging  about 12 percent 
lower.  This  discrepancy -6 probably  caused  by  an  inaccuracy in   the  
loss coefficient for the 90° bend of t he   e l l i p t i ca l  inlet ducts. The 
duct  system of model C is the least complicated with respect   to  flow, 
and it might be expected that the  pressure  losses  for this model could 
be  calculated more accurately than the losses of models A and B. Because 
of the low Reynolds nurribers and unusual geometry encountered in   these  
model tests, the data available sometimes had t o  be extrapolated  both 
f o r  Reynolds nuniber range and geometry variables. In  this luw Reynolds 
nuuiber range  the data of reference 7 lndicate  that such  extrapolations 
are  questionable " 

.. . . . . . . . . . . . . . . . . .  . . . . . .  

" 

I 
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The problem of the  variation of loss coefficients  wlth Reynolds 
number in the low Reynolds nmiber range  indicated  by the l i t e r a tu re  may 
be  encountered  by  the  designer of a full-scale  tail-cone  air-induction 
system a t  the altitude  design  point. The uncertainties  involved in the 
proper  selection of the loss coefficients indicate that  the  pressure- 
loss design of the  bleed system should be  conservative in order t o  sat- 
isfy  the  pressure  requirements of the  turbine  rotor. 

Effect of Tail-Cone Pressure Loss on Engine  Performance 

The resu l t s  of the  engine performance calculations  are  presented i n  
table  I. The losses in the  tail-cone  air-induction systems were taken 
as  equal t o  the losses through mdels A and C as eq la ined  in the 
CALCULATION PROCEDURE section. The assumptions that the turbine s t a to r  
remained choked and that the  turbine-inlet  temperature remained constant 
r e su l t ed   i n  a higher  conpressor mss flow f o r  the cooled engines than 
f o r  the uncooled  engine. The characterist ics of a centrif  ugal-f low 
colnpressor are such that these changes in weight flow could  probably  be 
accomplished at a  constant  pressure r a t i o  without a change in the 
frontal   area of t h e   w i n e .  For an  axial-flow  engine, however, these 
changes in compressor air flow would require changes in the compressor- 
inlet  area, and as a result  the  cooled axial-flow engines would have  a 
larger  frontal   area  than the uncooled  engine. 

The engine  performance  losses  associated with the  differences  in 
bleed-system  pressure losses hetween  systems A and C were negligible both 
a t  sea l eve l  and 50,000 feet .  The differences  in performance  between 
the  cooled  engines and the uncooled  engine were small. A s  a resul t ,  it 
appears that f o r  present-day  engines  requiring  coolant-flaw r s t i o s  of 
about 2 t o  4 percent,  the  engine performance losses  associated  with  the 
bleed-system  pressure loss is  negligible, and considerable aerodynamic 
refinement of the cooling-air  bleed system is not  necessary unless the 
pressure  requirements of the  cooled  turbine  rotor cannot otherwise be 
met by  the  engine  ccxqressor. 

General Recommendations f o r  Tail-Cone  Cooling-Air-Induction-System  Design 

The generally  accepted  procedure  for des ign ing  low pressure-loss 
ducting systems  should  be employed in the  design of a cooling-air- 
induction  system  for  an  air-cooled  turbine  rotor. The mechanical slm- 
p l i c i t y  of the system, however, need not  be  appreciably  sacrificed  unless 
it i s  necessary t o  meet the  pressure  requirements of the turbine rotor. 

not  appear t o  be  sufficient  to  warrant any  considerable  complication of 
the  air-induction system,  provided  the  cooling-air  requirements of the 
engine are small (2  t o  4 percent) compared with  the turbine gas flow. 

b The ef fec t  of the  bleed-system  pressure  losses on engine  perfornvssce  does 
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Large chanibers should  be  avoided. They nay develop  intense  sec- 
ondary flows  (vortex of model B) which w i l l  contribute  unnecessarily  to 
the  pressure  losses in the  cooling-air system. 

nuniber range (below 2X105) with Reynolds number Fnaicates that the a l t i -  -a;r  
t ude  pressure-loss  design of the  air-inductjlon  system should be con- 
servative i n  order ta ensure that  the  pressure-loss  requirements of the 
turbine  rotor will be fu l f i l l ed .  

. "  " .  - " ." 

The apparent  variation i n  some loss coefficients i n  the low Reynolds 
QJ 
P 

.. . 

. . .  . .- 

SUMMARY OF  RESULTS .. . . 
" 

The important  results of this tail-cone  air-induction-system  inves- 
t igat ion can be summarized as follows : 

1. For the three model t a i l  cones investigated,  the  pressure-loss 
ra t ios  of m o d e l  C were the lowest,  those for models A and B being  about 
300 and 400 percent  higher,  respectively,  than  those  for model C. 

2 .  There  appeared t o  be a high degree of vor t ic i ty   in  model B which 
contributed  to  the  high  pressure  losses  through t b i s  configuration. 

3. The calculated  total-pressure  losses  through  the m o d e l  syetems 
were lower  than  the measured values, probably  generally  because of" the 
use of incorrect loss coefficients. Beca.use.of the limited data on 
loss coefficients a t  low Reynolds nwribers, the  altitude  design of the . 

bleed  system  should be conservative in order that the pressure  require- 
ments of the cooled turbine rotor  can  be  s.gtisfied:. . .. .. - . - .. . -. . I - 

.. - F .~ 
- 

4. The effect  of tail-cone  pressure  losses on the  engine perform- 
ance variables, thrust and specif ic   fuel  consumption, were found t o  be 
negligible far air-cooled  engines  operating  with  cpolant-flaw  ratios of 
about 2 t o  4 percent.  This  result is i n  agreement with  previously cal- 
culated  results.  A great deal of aerodynamic refinement of the  cooling- 
air-induction system does not  appear t o  be  justified  unless it i s  
required  to  fulfill  the  pressure  requirements of the  turbine  rotor, in  
which case  considerable improvement in  pressure-loss  dmracteristics of 
the  bleed system  can be obtained  with some sacr i f ice  in mechanical 
simglicity, as is indicated  by  the  superiority of  model C t o  models A 
and B. 

" . 

Lewis Flight  Propulsion  Laboratory 

Cleveland, Ohio 
National  Advisory  Comnittee for  Aeronautics 
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APPENDIX - SYMBOLS 
. 

The following symbols me used in   t h i s   r epor t :  

A cross-sectional area, B Q  f t  

C constant 

cp specific  heat a t  constant  pressure,  Btu/(lb)(%) 

d hydraulic diameter, f t  

F thrust ,  l b  

f f r ic t ion   fac tor  , or me1-a- r a t i o  

g r a t i o  of absolute  to  gravitational un t of mass, lb/slug, or 
acceleration due t o  gravity, ft/sec H 

H lower heating  value of fue l  a t  600' R, Btu/lb 

h enthalpy (J;,o 

- h' enthalpy  based on t o t a l  temperature,  Btu/lb 

J mechanical  equivalent of heat, 778 ft-lb/Btu 

K loss  coefficient 

Z length, f t  

M Mach nuiber 

p statlc pressure,  lb/sq f t  abs 

p '  total  pressure,  lb/sq f t  abs 

R gas  constant 

R e  Reynolds number 

r turbine  t ip  radius,  f t  

sfc  specific mel consumption 
w 
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T static  temperature, R 0 

T' total  temperature, 41 . .  

V velocity,  ft/sec 

W weight  flow,  lb/sec 

r ratio  of  specific  heat  at  constant"pre6sure  to  specific  heat 
at  constant  volume 

n change  as  Indicated  by  variable. and subscripts 

6 ratio of total  pressure  to  standard NACA sea-level  pressure . 

(P '/2116) 

7 efficiency 

e ratio  of  total  temperature  to  standard m-CA sea-level  temper- 
ature (~ ' /518.4)  . .  

A recovery  factor, T' - Te 
T '  - T 

b 
" 

. .. 

CI viscosity,  lb/(sec) (sq f ' t)  

P specific  weight,  lb/cu ft 

cp temperature-difference  ratio, Tg,e - TB 
"g,e - 

( h l - q )  (l+f) 
*h f  (reference 8) 

sa specific  turbine  work,  Btu/lb 

u) angular  velocity,  radians/sec 

Subscripts: 

A compressor-inlet  air 

a cooling  air 

. .. 

am ambient 
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av 

B 

b 

C 

C 

Q, 

d 

e 

en 

eq 

ex 

F 

f 

Q 

0 

r 

8 

T 

U 

X 

average 

blade 

bend or burner 

compressor 

contraction 

center line 

downstream 

effective 

entrance 

equivalent 

expansion 

fuel .. . 

f r ic t ion   losses  

combustion  gas 

over-all 

reference  station  in  duct system 

secondary flow losses 

turbine 

upstream 

any duct  element of length x 

0,1,2,3, re fer   to   s ta t ions  i n  tail-cone  system as indicated i n  

8,9,10 then  refers  to  dry air, zero  fuel-air   ratio.  
4,59697, figure 5, except when subscript 0 is  used with h; it 
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TABLE I - CCMPAFiISON OF ENGINE PBWRMANCE CHARACWSISTICS ?OR S m  BLEED- 

msm comGuRATIom =T37 
Tail-cone 

[ l b g ) / l b  (in. p3 FIg abs) ( I a e c )   ( I G e c )  

consumption thrust bleed pressure weight flow weight  flow configuration 
Specific fuel w e  specific Cooling-air Cooling-air Compressor 

F/WA 

Sea level 

A 

58.70 "-" "" 75 -50 Uncooled 
57.28 58.98 2.02 77.52 C 
57.14 64.48  2.08  77.58 

50,000 feet  

A 1 2  .IS 

.98 u .90  ""- ""_ l l .90  Uncooled 

.97 u . 7 3  8.83 .2eo 12.18 C 
0.97 11.72 9.41 0.284 

I , I  

i i . . .. . .. 

I 

TBSZ 
. . .  ...  .. 
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( 0 )  Model C 

Figure 2. - Concluded. Tail-oone booling-aFr-Mnction-mystem conflguratiom. 
1 

. .  
t 

. .  . .  
, I  

. . .. .. . . . . . .  
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TBSZ I ' 
. .. 
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Air-flm control /'A I / 

Air I / 
5- 
1 

v v OD-2667 

P-e 3. - Schsmtic diafpam of model test  installation shovlDg Qodel A In position. 
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Figure 4.  - Instrumentation of full-scale tail-cofie cool~-air-Inductian-system 
collrigurat ion. 



... . .  

T8SZ 
n. 1 

Figure 5. - Schematic diagram of 

-37 
engine stations mea in subecript notation. 
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Model A M o d e l  B Moael c 

1  Inlet  section 
2 Transition  section 
3 Discharge duct 

B 

I . .  .. . 
2581 
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0 
1 

25 50 75 
Diameter of outlet tube, percent 

Figure 7 .  - Comparison of discharge  total-pressure 
profiles for several model cooling-air-induction 
configurations at maximum mass-flaw cond€tions. 
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. 

Measured t o t a l  pressure on center line, p i , g ,  in .  Hg abs 

Figure 8. - Comparison of calculated and measured  downatream average t o t a l  
pressure for =-scale ak-induction system over r e e  of measured .. 

center-line to t a l  pressures. 
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28 
Measured total pressure on center  line, p i ,  9, in. Hg abs 

Figure 9. - Comparison of measured center-line and measured 
average  total  pressures in discharge tube for model air- 
induction  systems. 
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Mach number in  discharge  duct of model, % 

Figure 10. - Comparison of measured over-all 
pressure  losses of model air-induction 
systems 
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Configuration 

0 Model A 
Full-scale, unrestricted 

A Full-scale, restricted - 
outlet 

outlet 

.2 .4 .6 .a 
Mach number in discharge duct, % 

Figure ll. - Comparison of measured over-all pressure 
losses of model A and similar full-scale air- 
induction systems. 
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0 2 4 6 8 10 

Measured pressure losses, p&-pk, in.  H g  abs 

Figure 12. - Comparison of calculated over-all pressure  losses 
with measured over-all pressure losses. 
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